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Abstract— In this paper, we propose an adaptive sub-band
exclusion (ASE) scheme as a means of intercell interference
coordination (ICIC) technique to improve the performance of
wireless cellular systems in a decentralized manner. Since ICIC
is performed at each mobile station (MS), the proposed ASE
scheme can be classified as a decentralized ICIC scheme. Com-
pared to conventional centralized ICIC schemes, our proposed
decentralized ASE scheme has the following advantages: cell
and user coordinations are easier in the proposed ASE scheme,
the complexity of ICIC at base stations (BSs) is reduced, and
frequency selectivity characteristics of interference channels to
neighboring base stations can be utilized in ICIC. Using the ASE
scheme, each MS first finds which neighboring BS suffers most
from the interference induced by the MS. Then, it determines an
exclusion ratio α according to how much intercell interference
the MS induces to the selected BS. Finally, it excludes α of
orthogonal frequency division multiplexing (OFDM) sub-bands
under the consideration of the frequency characteristics of the
channel between the selected BS and itself. Through extensive
computer simulations, we show that the proposed ASE scheme is
effective in improving cell edge user performance by eight times
at a reasonable degradation of average user performance.

I. INTRODUCTION

Orthogonal frequency division multiplexing (OFDM) tech-
nique has attracted extensive attention for its high spectral
efficiency [1]. Now, OFDM technique dominates almost all
physical layer techniques of the fourth generation (4G) wire-
less communication systems.

OFDM based systems do not suffer from interference
among multiplexed users within a cell given perfect frequency
synchronization. However, when it comes to a multi-cell
environment, heavy intercell interferences between adjacent
cells are induced and they significantly degrade the system
performance and, especially, cell edge user performance [3]
[4] [5]. As the future wireless communication systems prefer
universal frequency reuse to satisfy increasing demand for high
data rate, intercell interference mitigation is now a very impor-
tant issue in designing future mobile wireless communication
systems. For examples, IEEE 802.16m and 3GPP LTE systems
explicitly require intercell interference mitigation techniques
as the basic system functionalities [6] [7].

Intercell interference mitigation techniques are classified
as three types: intercell interference randomization, intercell

interference cancellation, and intercell interference coordina-
tion [2]. Intercell interference randomization is aimed at ran-
domizing the interference and allowing interference mitigation
through processing gain. Intercell interference cancellation
techniques are proposed to cancel interference at receivers
by using multiple antenna techniques or interleaved division
multiple access (IDMA) schemes. Intercell interference coor-
dination (ICIC) is based on the concept that a well-designed
coordination of resource among users in adjacent cells can
reduce interference and improve user capacity and coverage
at cell edge. Most of the techniques are based on fractional
frequency reuse (FFR), one of the most promising technique
for ICIC. Since a universal reuse system is inherently inter-
ference limited, the spectral efficiency of these cell edge users
is poor. To solve this problem, FFR classifies users in a cell
into multiple classes based on the geometrical information of
users, e.g., center cell users, mid cell users, or cell edge users,
and then assigns different bandwidth allocation patterns for
different user classes [9] [10] [11]. Transmissions of all users
in the system are carefully coordinated by base stations or even
higher network entities to effectively coordinate interference.
ICIC based on FFR is now considered as a baseline method
for mitigating interference in current standards [8].

However, FFR has some limitations in practical systems.
First, it has lower trunking efficiency, since fixed amount of
frequency bands is assigned for each user according to its
location. Second, it has reduced frequency diversity due to
its narrow bandwidth allocation for cell edge user. Third,
it is inflexible to the advent of a new cell because it uses
centralized frequency band planning. Especially, in uplink
cellular systems, this centralized FFR scheme is not practical,
since uplink scheduling, which has longer feedback loop than
downlink scheduling, is difficult to be coordinated among
adjacent base stations.

Therefore, we claim that decentralized techniques are more
preferable for ICIC in uplink cellular systems. In addition,
paradigm for network management has been rapidly shift-
ing from centralized to decentralized. Decentralized (or self-
organized) network management schemes (including interfer-
ence reduction) are already chosen as a study item of 3GPP
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Fig. 1. System Model

LTE-advanced system [12].
In this paper, we propose an Adaptive Sub-band Exclusion

(ASE) scheme for decentralized ICIC in frequency selective
fading channel environment. Using ASE, each user decides
the portion of total frequency resource it occupies and a set
of sub-bands used for transmission by excluding sub-bands
considering its interference characteristics to neighboring cells.
Adaptive sub-band nulling concept that excludes some sub-
bands in transmission depending on channel conditions was
proposed in a single cell environment [13]. The authors
showed that the scheme approaches the optimal water-filling
scheme given an optimal threshold parameter. In [14], the sub-
band nulling concept was extended to a two-cell uplink model
and it allowed each MS performs sub-band nulling in time
domain according to time-varying interference channel gain. In
the ASE scheme proposed in our study, we extend the concept
of adaptive sub-band nulling to frequency domain. Moreover,
we devise a systematic operating rule for the ASE in a multi-
cell structure. Extensive numerical experiments prove that the
ASE scheme is effective to considerably improve cell edge
performance by eight times with acceptably small degradation
of system capacity. Moreover, the proposed scheme is a
completely distributed scheme so that it minimizes network
overhead for ICIC.

The rest of this paper is organized as follows. In Section
II, we introduce our OFDM based uplink cellular system
model. In Section III, we introduce the proposed adaptive sub-
band exclusion scheme. In Section IV, the performance of
the proposed scheme in the OFDM uplink cellular system is
evaluated through computer simulations. Finally, conclusions
are presented in Section V.

II. SYSTEM MODEL

As shown in Fig. 1, we assume a multi-cell OFDM-based
uplink cellular system. It is assumed that multiple mobile
stations (MSs) are attached to one of the base stations (BSs)
and only one of the MSs in a cell is selected at a certain
symbol time and allowed to transmit to its BS. All BSs and
MSs are assumed to be equipped with a single antenna. Round
robin scheduling is assumed to guarantee each user’s fairness.
We consider large-scale fading as well as small-scale fading.
For large-scale fading, propagation loss and shadow fading are

considered and, for small-scale fading, frequency selective and
time varying fading is considered.

Each MS is assumed to have channel information of both
signal channel and interference channels. Interference channel
information can be easily measured in a time division duplex
(TDD) system by listening downlink preambles from neigh-
boring BSs due to channel reciprocity. Moreover, each MS
is assumed to allocate the same transmit power per sub-band
PTX for all sub-bands.

The uplink channel capacity of a user in a cell #0 is given
by

C =
Nsub∑
k=1

C(k) bits/Hz, (1)

where Nsub is the number of OFDM sub-bands. If an MS
scheduled in the cell #0 allocates no transmit power to the
k-th sub-and, the channel capacity of k-th sub-band, C(k) =
0 bits/Hz; however, if it allocates transmit power PTX to the
k-th sub-band, C(k) is given as

C(k) = log2

(
1 +

S0 (k)
N0 +

∑
n∈A(k),n�=0 I0

n (k)

)
bits/Hz, (2)

where A(k) represents a set of all cell indices whose scheduled
MSs transmit on the k-th sub-band. The term N0 represents
thermal noise power density and the signal term for k-th sub-
band, S0(k), and the interference term for k-th sub-band,
Im
n (k), in the cell #0 are given by

S0 (k) = PTX × G0
0 × F 0

0 (k) , (3)

Im
n (k) = PTX × Gm

n × Fm
n (k) , (4)

where PTX represents the fixed transmit power per sub-band
at an MS, Gm

n represents large-scale channel gain from an
active MS selected in the n-th cell to m-th cell BS, and Fm

n (k)

represents a normalized (i.e.,
∑Nsub

k=1 F m
n (k)

Nsub
= 1) small-scale

channel gain at k-th sub-band from an active MS selected in
the n-th cell to m-th cell BS.

In uplink cellular systems, it is common that that the amount
of interferences from MSs located at neighboring cells exceeds
the amount of the thermal noise at a receiving BS, i.e.,∑

n∈A(k) I0
n (k) � N0. In the so-called interference limited

case, we can simply write C(k) in Eq.(2) as

C(k) ∼= log2

(
1 +

G0
0 × F 0

0 (k)∑
n∈A(k),n�=0 G0

n × F 0
n (k)

)
. (5)

III. PROPOSED ADAPTIVE SUB-BAND EXCLUSION

SCHEME

We propose an Adaptive Sub-band Exclusion (ASE) scheme
as a decentralized uplink ICIC technique. The decentralized
ICIC technique has several advantages over centralized ICIC
techniques. First, the overall amount of feedback signalling
is reduced because no feedback information is needed for
intercell interference coordination. Second, in a decentralized
technique, intelligent tasks, such as frequency band selection
or power control, which would have been performed at the BS
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in a centralized ICIC technique, can be performed in MS and
this makes ICIC more efficiently. The proposed ASE scheme
utilizes interference channel information, especially frequency
selective characteristics, at an MS and it allows the MS a
permission to determine its sub-band selection. In a centralized
scheme, it is not practical to use frequency selective charac-
teristics of interference channel in uplink systems, since too
much feedback information should be sent back to the BS.

Since every MS is assumed to have all the frequency
selective channel gains of its interference channels, it can
perform an optimal transmission strategy by transmit power
control and channel allocation to maximize its transmission
rate while minimizing interference. However, it has not even
proven that, in terms of system capacity, the existence of op-
timality of the multi-cell interference management problem in
a frequency selective channel fading environment. Moreover,
the complexity of solving the problem could be too high to
implement it. Thus, instead, in the ASE, each MS simply fixes
its transmit power per sub-band to PTX and excludes some
sub-bands.

The proposed ASE scheme has three steps to proceed. In
Step I, every MS finds which neighboring BS suffers most
from the interference induced by the MS. Using only large-
scale channel information, it measures the largest interference
channel gain, Imax, and identifies xmax, the index of the
selected BS. The two terms for an MS, which is in the n-
th cell, are defined as

Imax = max
x

PTXGx
n, (6)

xmax = arg max
x

PTXGx
n. (7)

For example, in Fig. 1, since the MS#a located adjacent
to the cell#b induces strong interference to the BS#b and
week interference to the BS#c, the MS#a performs the ASE
according to the channel toward the BS#b.

In Step II, each MS determines the exclusion ratio, 0 ≤ α ≤
1, based on the maximum interference channel gain, Imax.
Given that the MS has obtained the statistics of Imax from its
history, it determines the percentile of the current Imax value,
pmax(0 ≤ pmax ≤ 1). Given the current value of the maximum
interference channel gain i, the percentile can be calculated by

pmax = FImax(i), (8)

where FImax(·) represents the cumulative distribute function
(CDF) of Imax. In the ASE scheme, the MS translates pmax

value into the exclusion ratio, α, using a mapping function
M(·). In this study, we apply a linear mapping function for
simple operation. That is,

α = M(pmax) = pmax. (9)

When the MS induces large interference to other cell BSs
and has large Imax values, it obtains pmax and α values close
to 1. On the other hand, an MS generating small amount of
interference can have low value of α. Using the ASE scheme,
an MS, which induces little amount of interference to other
cell BSs, can use more sub-bands for its transmission while
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Fig. 2. An example of normalized received interference from an MS located
in an adjacent cell to a target BS. The MS induces the largest interference
to the target BS and it excludes a certain portion of sub-bands under the
consideration of the channel frequency characteristics. In this example, the
MS has the exclusion ratio of 0.50.

another MS, which induces enormous amount of interference,
can have limited use of sub-bands. From the behavior of
MSs with the ASE scheme, we can consider the ASE scheme
a real FFR scheme in that it reuse the frequency resource
according to the interference environments more flexibly and
adaptively. We can re-design the system characteristics only
by adjusting the mapping function M(·). For an extreme case,
with M(pmax) = 0, the system operates as a conventional
systems with reuse factor of 1.

Finally, in Step III, the MS, located in the n-th cell, selects
�Nsub·α� sub-bands to be excluded according to the frequency
domain channel characteristics F xmax

n (k), k = 1, . . . , Nsub. It
excludes a set of sub-bands that have F xmax

n (k) values of upper
(α × 100) % among total Nsub sub-bands.

Fig. 2 shows an example of normalized received interference
at a target BS from an MS located in an adjacent cell to the BS
in uplink mode. In this example, the index, xmax of the MS is
0, i.e., the target BS#0 is the biggest victim of the transmission
of the MS. This example shows the case of α = 0.5, so about
upper fifty percent of sub-bands are excluded according to the
channel between the MS and the BS#0. Using the ASE, the
total received interference reduction is expected, since the sub-
bands that generates severe interferences are excluded. In the
mean time, the total power of transmit signal is also reduced,
since the degrees-of-freedom for every MS is reduced by the
factor of α. Through extensive simulation results, we prove
the effectiveness of the proposed ASE scheme.

IV. SIMULATION RESULTS

In this section, we present our simulation environment and
numerical examples.

A. Simulation Environment

The simulation is performed in the standard hexagonal cell
structure. We use a 19 cell, two-tier multi-cell model. MSs are
uniformly distributed. As explained in Section II, only one MS
is selected at a certain symbol time to transmit its data and
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TABLE I

THE SYSTEM-LEVEL SIMULATION ENVIRONMENT

Parameters Assumption

Cell layout 19 cell-site, single sector
Inter-site distance 0.866 km (R = 0.5 km)

Path loss L(dB) = 128.1 + 37.6 log10(R),
R in kilometers

Channel Model ITU Pedestrian A Model
Shadowing standard deviation 8.0 dB

Bandwidth 10 MHz
FFT size 1024

Subcarrier spacing 15 kHz
Maximum MS Tx power (P ) 23 dBm

Thermal noise density -174 [dBm/Hz]
Antenna configuration SISO, Omni-directional
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Fig. 3. Average uplink user capacity for varying exclusion ratios and the
proposed ASE scheme.

round-robin is used for scheduling. Table I summarizes the
parameters of the system-level simulator used in this paper. We
utilize the typical system parameters of IEEE 802.16m systems
[15]. Short-term fading is modelled as ITU Pedestrian A model
[16]. We assume 100 users in a cell with full buffer, i.e., all
users always have traffic to send. Fixed transmit power per
sub-band PTX is set to the maximum MS Tx power divided
by the number of sub-bands, i.e., PTX = P

Nsub
.

To observe the fundamental performance gain of the pro-
posed ASE scheme, we assume the basic unit of a single sub-
band is a single subcarrier, i.e., a sub-band contains only a
single subcarrier. The assumption provides the upper bound
performance of the proposed ASE scheme in a practical system
with a sub-band containing more than or equal to one sub-
carrier.

B. Numerical Examples

Fig. 3 and Fig. 4 show the average uplink user capacity and
5-percentile uplink user capacity for varying global exclusion
ratios and the proposed ASE scheme, respectively. Global
exclusion ratio of β (0 ≤ β ≤ 1) represents a scenario that

0 10 20 30 40 50 60 70 80 90
0

0.05

0.1

0.15

0.2

0.25

0.3

0.35

0.4

0.45

0.5

Global Exclusion Ratio (%)

5−
pe

rc
en

til
e 

U
se

r 
C

ap
ac

ity
 (

bi
ts

/H
z)

0

0.1

0.2

0.3

0.4

0.5

ASE

Fig. 4. 5-percentile uplink user capacity for varying exclusion ratios and the
proposed ASE scheme.

all users use the same exclusion ratio β. Thus, the global
exclusion ratio 0 implies the conventional scheme that allows
all users use all the possible frequency band for their uplink
transmissions. In our simulation, in global exclusion ratio
scenarios, all MSs excludes β of sub-bands as in the same
way as Step III of the proposed ASE scheme. The higher the
global exclusion ratio is given, the less degrees-of-freedom in
uplink transmission and the less othercell interference.

As shown in Fig. 3, as the global exclusion ratio increases,
the average uplink user capacity is decreases. On the other
hand, in Fig. 4, 5-percentile uplink user capacity, a measure
of cell edge performance, increases as the global exclusion
ratio increases. The different trends are obtained because the
dominant contributors of the two performance metrics are
different and lie in the different SINR range. In general uplink
cellular systems, the major contributors to the average user
capacity are those who achieve high SINR and are located in
the center of cell and they are in the power-limited condition.
For the power-limited users, the performance gain from the
interference reduction is negligible while the performance
loss from the reduced degrees-of-freedom is considerable.
However, for 5-percentile uplink user capacity, the major
contributors have low SINRs and are located in cell edge
and they are in the interference-limited condition. For the
interference-limited users, the performance gain from the inter-
ference reduction is much larger than the loss from the reduced
degrees-of-freedom. Applying higher global exclusion ratio
has the intrinsic trade-off problem; the system performance
is reduced while the cell edge performance is improved.

The proposed ASE scheme is shown to effectively compro-
mise the trade-off problem. We have set the mapping function
M(pmax) = pmax as the simple linear function in Eq. (9),
so the expected exclusion ratio for all users is 0.5. However,
shown in Fig. 3, the average uplink user capacity of the
ASE scheme outperforms that of the global exclusion ratio
of 0.5 and it is about 80% of performance of the conventional
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the ASE scheme.
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Fig. 6. More detailed observation for lower range of CDF of uplink user
capacities for some global exclusion ratios and the ASE scheme.

scheme. Moreover, Fig. 4 shows that the 5-percentile uplink
user capacity of the ASE is almost eight times improved
compared to that of the conventional scheme (i.e., β = 0).

The effectiveness of the proposed ASE scheme can also
be found in cumulative distribution function (CDF) analysis
shown in Fig. 5. The CDF curves of uplink user capacities for
some global exclusion ratios and the ASE scheme are given
in Fig. 5. In the figure, the reduction of average uplink user
capacity and the increase of 5-percentile uplink user capacity
are observed. For more details, Fig. 6 provides more detailed
observation for lower range of the CDF of Fig. 5.

V. CONCLUSIONS

We proposed the adaptive sub-band exclusion (ASE) scheme
as a means of decentralized intercell interference coordination
(ICIC) technique. The proposed scheme is designed in a
decentralized manner so that the ICIC can be performed at
each MS. With the ASE scheme, each MS first finds which
neighboring BS suffers most from the interference induced by
it. Then, it determines an exclusion ratio α according to how

much intercell interference the MS induces to the selected
BS. Finally, it excludes α of orthogonal frequency division
multiplexing (OFDM) sub-bands under the consideration of
the frequency characteristics of the channel between the se-
lected BS and itself. Compared to conventional centralized
ICIC schemes, our decentralized ASE scheme has several
advantages such as easiness of coordinating cells and mobile
users, reduced complexity at base stations, and performance
enhancement by utilizing frequency selective channel informa-
tion of interference channels in ICIC. We performed extensive
computer simulations and showed that the proposed ASE
scheme is effective in improving cell edge user performance
by eight times at a reasonable degradation of average user
performance.

ACKNOWLEDGMENT

This work was supported by the IT R&D program of
MKE/IITA (2008-F-004-01, 5G mobile communication sys-
tems based on beam division multiple access and relays with
group cooperation).

REFERENCES

[1] R. Van Nee and R. Prasad, OFDM for wireless multimedia communica-
tions, Artech House Publishers, 2000.

[2] 3GPP, TR 25.814 V7.1.0, “Physical layer aspects for evolved Universal
Terrestrial Radio Access (UTRA),” Sept., 2006.

[3] Sergey N. Moiseev et al., “Analysis of the Statistical Properties of
the Interference in the IEEE 802.16 OFDMA Network,” IEEE Wireless
Communications and Networking Conference, 2006.

[4] Suman Das and Harish Viswanathan, “A Comparison of Reverse Link
Access Schemes for Next-Generation Cellular Systems,” IEEE Journal
on Selected Areas in Comm., Vol. 24, No. 3, March 2006.

[5] Changqin Huo, Abu B. Sesay and Abraham O. Fapojuwo, “Co-Channel
Diversity Schemes for an OFDM Based Cellular System with One-
cell Frequency Reuse,” IEEE Wireless Communications and Networking
Conference, 2006.

[6] IEEE 802.16m-07/002r5, “IEEE 802.16m System Requirements,” August
2008.

[7] 3GPP, TR 25.913 V7.3.0, “Requirements for Evolved UTRA (E-UTRA)
and Evolved UTRAN (E-UTRAN),” March 2006.

[8] IEEE 802.16m-08/003r4, “The Draft IEEE 802.16m System Description
Document,” June 2008.

[9] 3GPP, R1-050896, “Description and simulations of interference manage-
ment technique for OFDMA based E-UTRA downlink evaluation,” Sept.,
2005.

[10] Hyukmin Son and Sanghoon Lee, “The Cell Planning Scheme for ICI
Mitigation,” IEEE International Symposium on Personal, Indoor and
Mobile Radio Communication, 2007.

[11] Romeo Giuliano, Pierpaolo Loreti, Franco Mazzenga, and Giovanni San-
tella, “Fractional Frequency Reuse Planning for WiMAX over Frequency
Selective Channels,” International Wireless Communications and Mobile
Computing Conference, 2008.

[12] 3GPP TR 36.902 V0.0.1, “Self-configuring and self-optimizing network
use cases and solutions,” Feb., 2008.

[13] B. C. Jung, Y.-J. Hong, D. K. Sung, S.-Y. Chung, “Adaptive Sub-
band Nulling for OFDM-Based Wireless Communication Systems,” IEEE
Wireless Communications and Networking Conference, 2007.

[14] B. C. Jung, Y.-J. Hong, D. K. Sung, S.-Y. Chung, “Fixed Power
Allocation with Nulling for TDD-Based Cellular Uplink,” IEEE Com-
munications Letters, Vol. 12, No. 4, April 2008.

[15] IEEE 802.16m-08/004r2, “IEEE 802.16m Evaluation Methodology Doc-
ument (EMD),” June 2008.

[16] Recommendation ITU-R M.1225, “Guideline for Evaluation of Radio
Transmission Technologies for IMT-2000,” 1997.

This full text paper was peer reviewed at the direction of IEEE Communications Society subject matter experts for publication in the WCNC 2009 proceedings.

Authorized licensed use limited to: AJOU UNIVERSITY. Downloaded on March 05,2025 at 08:50:42 UTC from IEEE Xplore.  Restrictions apply. 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /AbadiMT-CondensedLight
    /ACaslon-Italic
    /ACaslon-Regular
    /ACaslon-Semibold
    /ACaslon-SemiboldItalic
    /AdobeArabic-Bold
    /AdobeArabic-BoldItalic
    /AdobeArabic-Italic
    /AdobeArabic-Regular
    /AdobeHebrew-Bold
    /AdobeHebrew-BoldItalic
    /AdobeHebrew-Italic
    /AdobeHebrew-Regular
    /AdobeHeitiStd-Regular
    /AdobeMingStd-Light
    /AdobeMyungjoStd-Medium
    /AdobePiStd
    /AdobeSansMM
    /AdobeSerifMM
    /AdobeSongStd-Light
    /AdobeThai-Bold
    /AdobeThai-BoldItalic
    /AdobeThai-Italic
    /AdobeThai-Regular
    /AGaramond-Bold
    /AGaramond-BoldItalic
    /AGaramond-Italic
    /AGaramond-Regular
    /AGaramond-Semibold
    /AGaramond-SemiboldItalic
    /AgencyFB-Bold
    /AgencyFB-Reg
    /AGOldFace-Outline
    /AharoniBold
    /Algerian
    /Americana
    /Americana-ExtraBold
    /AndaleMono
    /AndaleMonoIPA
    /AngsanaNew
    /AngsanaNew-Bold
    /AngsanaNew-BoldItalic
    /AngsanaNew-Italic
    /AngsanaUPC
    /AngsanaUPC-Bold
    /AngsanaUPC-BoldItalic
    /AngsanaUPC-Italic
    /Anna
    /ArialAlternative
    /ArialAlternativeSymbol
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialMT-Black
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialRoundedMTBold
    /ArialUnicodeMS
    /ArrusBT-Bold
    /ArrusBT-BoldItalic
    /ArrusBT-Italic
    /ArrusBT-Roman
    /AvantGarde-Book
    /AvantGarde-BookOblique
    /AvantGarde-Demi
    /AvantGarde-DemiOblique
    /AvantGardeITCbyBT-Book
    /AvantGardeITCbyBT-BookOblique
    /BakerSignet
    /BankGothicBT-Medium
    /Barmeno-Bold
    /Barmeno-ExtraBold
    /Barmeno-Medium
    /Barmeno-Regular
    /Baskerville
    /BaskervilleBE-Italic
    /BaskervilleBE-Medium
    /BaskervilleBE-MediumItalic
    /BaskervilleBE-Regular
    /Baskerville-Bold
    /Baskerville-BoldItalic
    /Baskerville-Italic
    /BaskOldFace
    /Batang
    /BatangChe
    /Bauhaus93
    /Bellevue
    /BellGothicStd-Black
    /BellGothicStd-Bold
    /BellGothicStd-Light
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlingAntiqua-Bold
    /BerlingAntiqua-BoldItalic
    /BerlingAntiqua-Italic
    /BerlingAntiqua-Roman
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BernhardModernBT-Bold
    /BernhardModernBT-BoldItalic
    /BernhardModernBT-Italic
    /BernhardModernBT-Roman
    /BiffoMT
    /BinnerD
    /BinnerGothic
    /BlackadderITC-Regular
    /Blackoak
    /Bodoni
    /Bodoni-Bold
    /Bodoni-BoldItalic
    /Bodoni-Italic
    /BodoniMT
    /BodoniMTBlack
    /BodoniMTBlack-Italic
    /BodoniMT-Bold
    /BodoniMT-BoldItalic
    /BodoniMTCondensed
    /BodoniMTCondensed-Bold
    /BodoniMTCondensed-BoldItalic
    /BodoniMTCondensed-Italic
    /BodoniMT-Italic
    /BodoniMTPosterCompressed
    /Bodoni-Poster
    /Bodoni-PosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /Bookman-Demi
    /Bookman-DemiItalic
    /Bookman-Light
    /Bookman-LightItalic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolOne-Regular
    /BookshelfSymbolSeven
    /BookshelfSymbolThree-Regular
    /BookshelfSymbolTwo-Regular
    /Botanical
    /Boton-Italic
    /Boton-Medium
    /Boton-MediumItalic
    /Boton-Regular
    /Boulevard
    /BradleyHandITC
    /Braggadocio
    /BritannicBold
    /Broadway
    /BrowalliaNew
    /BrowalliaNew-Bold
    /BrowalliaNew-BoldItalic
    /BrowalliaNew-Italic
    /BrowalliaUPC
    /BrowalliaUPC-Bold
    /BrowalliaUPC-BoldItalic
    /BrowalliaUPC-Italic
    /BrushScript
    /BrushScriptMT
    /CaflischScript-Bold
    /CaflischScript-Regular
    /Calibri
    /Calibri-Bold
    /Calibri-BoldItalic
    /Calibri-Italic
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /CalisMTBol
    /CalistoMT
    /CalistoMT-BoldItalic
    /CalistoMT-Italic
    /Cambria
    /Cambria-Bold
    /Cambria-BoldItalic
    /Cambria-Italic
    /CambriaMath
    /Candara
    /Candara-Bold
    /Candara-BoldItalic
    /Candara-Italic
    /Carta
    /CaslonOpenfaceBT-Regular
    /Castellar
    /CastellarMT
    /Centaur
    /Centaur-Italic
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchL-Bold
    /CenturySchL-BoldItal
    /CenturySchL-Ital
    /CenturySchL-Roma
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /CGTimes-Bold
    /CGTimes-BoldItalic
    /CGTimes-Italic
    /CGTimes-Regular
    /CharterBT-Bold
    /CharterBT-BoldItalic
    /CharterBT-Italic
    /CharterBT-Roman
    /CheltenhamITCbyBT-Bold
    /CheltenhamITCbyBT-BoldItalic
    /CheltenhamITCbyBT-Book
    /CheltenhamITCbyBT-BookItalic
    /Chiller-Regular
    /CMB10
    /CMBSY10
    /CMBSY5
    /CMBSY6
    /CMBSY7
    /CMBSY8
    /CMBSY9
    /CMBX10
    /CMBX12
    /CMBX5
    /CMBX6
    /CMBX7
    /CMBX8
    /CMBX9
    /CMBXSL10
    /CMBXTI10
    /CMCSC10
    /CMCSC8
    /CMCSC9
    /CMDUNH10
    /CMEX10
    /CMEX7
    /CMEX8
    /CMEX9
    /CMFF10
    /CMFI10
    /CMFIB8
    /CMINCH
    /CMITT10
    /CMMI10
    /CMMI12
    /CMMI5
    /CMMI6
    /CMMI7
    /CMMI8
    /CMMI9
    /CMMIB10
    /CMMIB5
    /CMMIB6
    /CMMIB7
    /CMMIB8
    /CMMIB9
    /CMR10
    /CMR12
    /CMR17
    /CMR5
    /CMR6
    /CMR7
    /CMR8
    /CMR9
    /CMSL10
    /CMSL12
    /CMSL8
    /CMSL9
    /CMSLTT10
    /CMSS10
    /CMSS12
    /CMSS17
    /CMSS8
    /CMSS9
    /CMSSBX10
    /CMSSDC10
    /CMSSI10
    /CMSSI12
    /CMSSI17
    /CMSSI8
    /CMSSI9
    /CMSSQ8
    /CMSSQI8
    /CMSY10
    /CMSY5
    /CMSY6
    /CMSY7
    /CMSY8
    /CMSY9
    /CMTCSC10
    /CMTEX10
    /CMTEX8
    /CMTEX9
    /CMTI10
    /CMTI12
    /CMTI7
    /CMTI8
    /CMTI9
    /CMTT10
    /CMTT12
    /CMTT8
    /CMTT9
    /CMU10
    /CMVTT10
    /ColonnaMT
    /Colossalis-Bold
    /ComicSansMS
    /ComicSansMS-Bold
    /Consolas
    /Consolas-Bold
    /Consolas-BoldItalic
    /Consolas-Italic
    /Constantia
    /Constantia-Bold
    /Constantia-BoldItalic
    /Constantia-Italic
    /CooperBlack
    /CopperplateGothic-Bold
    /CopperplateGothic-Light
    /Copperplate-ThirtyThreeBC
    /Corbel
    /Corbel-Bold
    /Corbel-BoldItalic
    /Corbel-Italic
    /CordiaNew
    /CordiaNew-Bold
    /CordiaNew-BoldItalic
    /CordiaNew-Italic
    /CordiaUPC
    /CordiaUPC-Bold
    /CordiaUPC-BoldItalic
    /CordiaUPC-Italic
    /Courier
    /Courier-Bold
    /Courier-BoldOblique
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /Courier-Oblique
    /CourierStd
    /CourierStd-Bold
    /CourierStd-BoldOblique
    /CourierStd-Oblique
    /CourierX-Bold
    /CourierX-BoldOblique
    /CourierX-Oblique
    /CourierX-Regular
    /CreepyRegular
    /CurlzMT
    /David-Bold
    /David-Reg
    /DavidTransparent
    /Desdemona
    /DilleniaUPC
    /DilleniaUPCBold
    /DilleniaUPCBoldItalic
    /DilleniaUPCItalic
    /Dingbats
    /DomCasual
    /Dotum
    /DotumChe
    /EdwardianScriptITC
    /Elephant-Italic
    /Elephant-Regular
    /EngraversGothicBT-Regular
    /EngraversMT
    /EraserDust
    /ErasITC-Bold
    /ErasITC-Demi
    /ErasITC-Light
    /ErasITC-Medium
    /ErieBlackPSMT
    /ErieLightPSMT
    /EriePSMT
    /EstrangeloEdessa
    /Euclid
    /Euclid-Bold
    /Euclid-BoldItalic
    /EuclidExtra
    /EuclidExtra-Bold
    /EuclidFraktur
    /EuclidFraktur-Bold
    /Euclid-Italic
    /EuclidMathOne
    /EuclidMathOne-Bold
    /EuclidMathTwo
    /EuclidMathTwo-Bold
    /EuclidSymbol
    /EuclidSymbol-Bold
    /EuclidSymbol-BoldItalic
    /EuclidSymbol-Italic
    /EucrosiaUPC
    /EucrosiaUPCBold
    /EucrosiaUPCBoldItalic
    /EucrosiaUPCItalic
    /EUEX10
    /EUEX7
    /EUEX8
    /EUEX9
    /EUFB10
    /EUFB5
    /EUFB7
    /EUFM10
    /EUFM5
    /EUFM7
    /EURB10
    /EURB5
    /EURB7
    /EURM10
    /EURM5
    /EURM7
    /EuroMono-Bold
    /EuroMono-BoldItalic
    /EuroMono-Italic
    /EuroMono-Regular
    /EuroSans-Bold
    /EuroSans-BoldItalic
    /EuroSans-Italic
    /EuroSans-Regular
    /EuroSerif-Bold
    /EuroSerif-BoldItalic
    /EuroSerif-Italic
    /EuroSerif-Regular
    /EuroSig
    /EUSB10
    /EUSB5
    /EUSB7
    /EUSM10
    /EUSM5
    /EUSM7
    /FelixTitlingMT
    /Fences
    /FencesPlain
    /FigaroMT
    /FixedMiriamTransparent
    /FootlightMTLight
    /Formata-Italic
    /Formata-Medium
    /Formata-MediumItalic
    /Formata-Regular
    /ForteMT
    /FranklinGothic-Book
    /FranklinGothic-BookItalic
    /FranklinGothic-Demi
    /FranklinGothic-DemiCond
    /FranklinGothic-DemiItalic
    /FranklinGothic-Heavy
    /FranklinGothic-HeavyItalic
    /FranklinGothicITCbyBT-Book
    /FranklinGothicITCbyBT-BookItal
    /FranklinGothicITCbyBT-Demi
    /FranklinGothicITCbyBT-DemiItal
    /FranklinGothic-Medium
    /FranklinGothic-MediumCond
    /FranklinGothic-MediumItalic
    /FrankRuehl
    /FreesiaUPC
    /FreesiaUPCBold
    /FreesiaUPCBoldItalic
    /FreesiaUPCItalic
    /FreestyleScript-Regular
    /FrenchScriptMT
    /Frutiger-Black
    /Frutiger-BlackCn
    /Frutiger-BlackItalic
    /Frutiger-Bold
    /Frutiger-BoldCn
    /Frutiger-BoldItalic
    /Frutiger-Cn
    /Frutiger-ExtraBlackCn
    /Frutiger-Italic
    /Frutiger-Light
    /Frutiger-LightCn
    /Frutiger-LightItalic
    /Frutiger-Roman
    /Frutiger-UltraBlack
    /Futura-Bold
    /Futura-BoldOblique
    /Futura-Book
    /Futura-BookOblique
    /FuturaBT-Bold
    /FuturaBT-BoldItalic
    /FuturaBT-Book
    /FuturaBT-BookItalic
    /FuturaBT-Medium
    /FuturaBT-MediumItalic
    /Futura-Light
    /Futura-LightOblique
    /GalliardITCbyBT-Bold
    /GalliardITCbyBT-BoldItalic
    /GalliardITCbyBT-Italic
    /GalliardITCbyBT-Roman
    /Garamond
    /Garamond-Bold
    /Garamond-BoldCondensed
    /Garamond-BoldCondensedItalic
    /Garamond-BoldItalic
    /Garamond-BookCondensed
    /Garamond-BookCondensedItalic
    /Garamond-Italic
    /Garamond-LightCondensed
    /Garamond-LightCondensedItalic
    /Gautami
    /GeometricSlab703BT-Light
    /GeometricSlab703BT-LightItalic
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /GeorgiaRef
    /Giddyup
    /Giddyup-Thangs
    /Gigi-Regular
    /GillSans
    /GillSans-Bold
    /GillSans-BoldItalic
    /GillSans-Condensed
    /GillSans-CondensedBold
    /GillSans-Italic
    /GillSans-Light
    /GillSans-LightItalic
    /GillSansMT
    /GillSansMT-Bold
    /GillSansMT-BoldItalic
    /GillSansMT-Condensed
    /GillSansMT-ExtraCondensedBold
    /GillSansMT-Italic
    /GillSans-UltraBold
    /GillSans-UltraBoldCondensed
    /GloucesterMT-ExtraCondensed
    /Gothic-Thirteen
    /GoudyOldStyleBT-Bold
    /GoudyOldStyleBT-BoldItalic
    /GoudyOldStyleBT-Italic
    /GoudyOldStyleBT-Roman
    /GoudyOldStyleT-Bold
    /GoudyOldStyleT-Italic
    /GoudyOldStyleT-Regular
    /GoudyStout
    /GoudyTextMT-LombardicCapitals
    /GSIDefaultSymbols
    /Gulim
    /GulimChe
    /Gungsuh
    /GungsuhChe
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /Helvetica
    /Helvetica-Black
    /Helvetica-BlackOblique
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Condensed
    /Helvetica-Condensed-Black
    /Helvetica-Condensed-BlackObl
    /Helvetica-Condensed-Bold
    /Helvetica-Condensed-BoldObl
    /Helvetica-Condensed-Light
    /Helvetica-Condensed-LightObl
    /Helvetica-Condensed-Oblique
    /Helvetica-Fraction
    /Helvetica-Narrow
    /Helvetica-Narrow-Bold
    /Helvetica-Narrow-BoldOblique
    /Helvetica-Narrow-Oblique
    /Helvetica-Oblique
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Humanist521BT-BoldCondensed
    /Humanist521BT-Light
    /Humanist521BT-LightItalic
    /Humanist521BT-RomanCondensed
    /Imago-ExtraBold
    /Impact
    /ImprintMT-Shadow
    /InformalRoman-Regular
    /IrisUPC
    /IrisUPCBold
    /IrisUPCBoldItalic
    /IrisUPCItalic
    /Ironwood
    /ItcEras-Medium
    /ItcKabel-Bold
    /ItcKabel-Book
    /ItcKabel-Demi
    /ItcKabel-Medium
    /ItcKabel-Ultra
    /JasmineUPC
    /JasmineUPC-Bold
    /JasmineUPC-BoldItalic
    /JasmineUPC-Italic
    /JoannaMT
    /JoannaMT-Italic
    /Jokerman-Regular
    /JuiceITC-Regular
    /Kartika
    /Kaufmann
    /KaufmannBT-Bold
    /KaufmannBT-Regular
    /KidTYPEPaint
    /KinoMT
    /KodchiangUPC
    /KodchiangUPC-Bold
    /KodchiangUPC-BoldItalic
    /KodchiangUPC-Italic
    /KorinnaITCbyBT-Regular
    /KozGoProVI-Medium
    /KozMinProVI-Regular
    /KristenITC-Regular
    /KunstlerScript
    /Latha
    /LatinWide
    /LetterGothic
    /LetterGothic-Bold
    /LetterGothic-BoldOblique
    /LetterGothic-BoldSlanted
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LetterGothic-Slanted
    /LetterGothicStd
    /LetterGothicStd-Bold
    /LetterGothicStd-BoldSlanted
    /LetterGothicStd-Slanted
    /LevenimMT
    /LevenimMTBold
    /LilyUPC
    /LilyUPCBold
    /LilyUPCBoldItalic
    /LilyUPCItalic
    /Lithos-Black
    /Lithos-Regular
    /LotusWPBox-Roman
    /LotusWPIcon-Roman
    /LotusWPIntA-Roman
    /LotusWPIntB-Roman
    /LotusWPType-Roman
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSans-Typewriter
    /LucidaSans-TypewriterBold
    /LucidaSans-TypewriterBoldOblique
    /LucidaSans-TypewriterOblique
    /LucidaSansUnicode
    /Lydian
    /Magneto-Bold
    /MaiandraGD-Regular
    /Mangal-Regular
    /Map-Symbols
    /MathA
    /MathB
    /MathC
    /Mathematica1
    /Mathematica1-Bold
    /Mathematica1Mono
    /Mathematica1Mono-Bold
    /Mathematica2
    /Mathematica2-Bold
    /Mathematica2Mono
    /Mathematica2Mono-Bold
    /Mathematica3
    /Mathematica3-Bold
    /Mathematica3Mono
    /Mathematica3Mono-Bold
    /Mathematica4
    /Mathematica4-Bold
    /Mathematica4Mono
    /Mathematica4Mono-Bold
    /Mathematica5
    /Mathematica5-Bold
    /Mathematica5Mono
    /Mathematica5Mono-Bold
    /Mathematica6
    /Mathematica6Bold
    /Mathematica6Mono
    /Mathematica6MonoBold
    /Mathematica7
    /Mathematica7Bold
    /Mathematica7Mono
    /Mathematica7MonoBold
    /MatisseITC-Regular
    /MaturaMTScriptCapitals
    /Mesquite
    /Mezz-Black
    /Mezz-Regular
    /MICR
    /MicrosoftSansSerif
    /MingLiU
    /Minion-BoldCondensed
    /Minion-BoldCondensedItalic
    /Minion-Condensed
    /Minion-CondensedItalic
    /Minion-Ornaments
    /MinionPro-Bold
    /MinionPro-BoldIt
    /MinionPro-It
    /MinionPro-Regular
    /MinionPro-Semibold
    /MinionPro-SemiboldIt
    /Miriam
    /MiriamFixed
    /MiriamTransparent
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MonotypeSorts
    /MSAM10
    /MSAM5
    /MSAM6
    /MSAM7
    /MSAM8
    /MSAM9
    /MSBM10
    /MSBM5
    /MSBM6
    /MSBM7
    /MSBM8
    /MSBM9
    /MS-Gothic
    /MSHei
    /MSLineDrawPSMT
    /MS-Mincho
    /MSOutlook
    /MS-PGothic
    /MS-PMincho
    /MSReference1
    /MSReference2
    /MSReferenceSansSerif
    /MSReferenceSansSerif-Bold
    /MSReferenceSansSerif-BoldItalic
    /MSReferenceSansSerif-Italic
    /MSReferenceSerif
    /MSReferenceSerif-Bold
    /MSReferenceSerif-BoldItalic
    /MSReferenceSerif-Italic
    /MSReferenceSpecialty
    /MSSong
    /MS-UIGothic
    /MT-Extra
    /MT-Symbol
    /MT-Symbol-Italic
    /MVBoli
    /Myriad-Bold
    /Myriad-BoldItalic
    /Myriad-Italic
    /MyriadPro-Black
    /MyriadPro-BlackIt
    /MyriadPro-Bold
    /MyriadPro-BoldIt
    /MyriadPro-It
    /MyriadPro-Light
    /MyriadPro-LightIt
    /MyriadPro-Regular
    /MyriadPro-Semibold
    /MyriadPro-SemiboldIt
    /Myriad-Roman
    /Narkisim
    /NewCenturySchlbk-Bold
    /NewCenturySchlbk-BoldItalic
    /NewCenturySchlbk-Italic
    /NewCenturySchlbk-Roman
    /NewMilleniumSchlbk-BoldItalicSH
    /NewsGothic
    /NewsGothic-Bold
    /NewsGothicBT-Bold
    /NewsGothicBT-BoldItalic
    /NewsGothicBT-Italic
    /NewsGothicBT-Roman
    /NewsGothic-Condensed
    /NewsGothic-Italic
    /NewsGothicMT
    /NewsGothicMT-Bold
    /NewsGothicMT-Italic
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NimbusMonL-Bold
    /NimbusMonL-BoldObli
    /NimbusMonL-Regu
    /NimbusMonL-ReguObli
    /NimbusRomNo9L-Medi
    /NimbusRomNo9L-MediItal
    /NimbusRomNo9L-Regu
    /NimbusRomNo9L-ReguItal
    /NimbusSanL-Bold
    /NimbusSanL-BoldCond
    /NimbusSanL-BoldCondItal
    /NimbusSanL-BoldItal
    /NimbusSanL-Regu
    /NimbusSanL-ReguCond
    /NimbusSanL-ReguCondItal
    /NimbusSanL-ReguItal
    /Nimrod
    /Nimrod-Bold
    /Nimrod-BoldItalic
    /Nimrod-Italic
    /NSimSun
    /Nueva-BoldExtended
    /Nueva-BoldExtendedItalic
    /Nueva-Italic
    /Nueva-Roman
    /NuptialScript
    /OCRA
    /OCRA-Alternate
    /OCRAExtended
    /OCRB
    /OCRB-Alternate
    /OfficinaSans-Bold
    /OfficinaSans-BoldItalic
    /OfficinaSans-Book
    /OfficinaSans-BookItalic
    /OfficinaSerif-Bold
    /OfficinaSerif-BoldItalic
    /OfficinaSerif-Book
    /OfficinaSerif-BookItalic
    /OldEnglishTextMT
    /Onyx
    /OnyxBT-Regular
    /OzHandicraftBT-Roman
    /PalaceScriptMT
    /Palatino-Bold
    /Palatino-BoldItalic
    /Palatino-Italic
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Palatino-Roman
    /PapyrusPlain
    /Papyrus-Regular
    /Parchment-Regular
    /Parisian
    /ParkAvenue
    /Penumbra-SemiboldFlare
    /Penumbra-SemiboldSans
    /Penumbra-SemiboldSerif
    /PepitaMT
    /Perpetua
    /Perpetua-Bold
    /Perpetua-BoldItalic
    /Perpetua-Italic
    /PerpetuaTitlingMT-Bold
    /PerpetuaTitlingMT-Light
    /PhotinaCasualBlack
    /Playbill
    /PMingLiU
    /Poetica-SuppOrnaments
    /PoorRichard-Regular
    /PopplLaudatio-Italic
    /PopplLaudatio-Medium
    /PopplLaudatio-MediumItalic
    /PopplLaudatio-Regular
    /PrestigeElite
    /Pristina-Regular
    /PTBarnumBT-Regular
    /Raavi
    /RageItalic
    /Ravie
    /RefSpecialty
    /Ribbon131BT-Bold
    /Rockwell
    /Rockwell-Bold
    /Rockwell-BoldItalic
    /Rockwell-Condensed
    /Rockwell-CondensedBold
    /Rockwell-ExtraBold
    /Rockwell-Italic
    /Rockwell-Light
    /Rockwell-LightItalic
    /Rod
    /RodTransparent
    /RunicMT-Condensed
    /Sanvito-Light
    /Sanvito-Roman
    /ScriptC
    /ScriptMTBold
    /SegoeUI
    /SegoeUI-Bold
    /SegoeUI-BoldItalic
    /SegoeUI-Italic
    /Serpentine-BoldOblique
    /ShelleyVolanteBT-Regular
    /ShowcardGothic-Reg
    /Shruti
    /SimHei
    /SimSun
    /SnapITC-Regular
    /StandardSymL
    /Stencil
    /StoneSans
    /StoneSans-Bold
    /StoneSans-BoldItalic
    /StoneSans-Italic
    /StoneSans-Semibold
    /StoneSans-SemiboldItalic
    /Stop
    /Swiss721BT-BlackExtended
    /Sylfaen
    /Symbol
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /Tci1
    /Tci1Bold
    /Tci1BoldItalic
    /Tci1Italic
    /Tci2
    /Tci2Bold
    /Tci2BoldItalic
    /Tci2Italic
    /Tci3
    /Tci3Bold
    /Tci3BoldItalic
    /Tci3Italic
    /Tci4
    /Tci4Bold
    /Tci4BoldItalic
    /Tci4Italic
    /TechnicalItalic
    /TechnicalPlain
    /Tekton
    /Tekton-Bold
    /TektonMM
    /Tempo-HeavyCondensed
    /Tempo-HeavyCondensedItalic
    /TempusSansITC
    /Times-Bold
    /Times-BoldItalic
    /Times-BoldItalicOsF
    /Times-BoldSC
    /Times-ExtraBold
    /Times-Italic
    /Times-ItalicOsF
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Times-Roman
    /Times-RomanSC
    /Trajan-Bold
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga-Regular
    /TwCenMT-Bold
    /TwCenMT-BoldItalic
    /TwCenMT-Condensed
    /TwCenMT-CondensedBold
    /TwCenMT-CondensedExtraBold
    /TwCenMT-CondensedMedium
    /TwCenMT-Italic
    /TwCenMT-Regular
    /Univers-Bold
    /Univers-BoldItalic
    /UniversCondensed-Bold
    /UniversCondensed-BoldItalic
    /UniversCondensed-Medium
    /UniversCondensed-MediumItalic
    /Univers-Medium
    /Univers-MediumItalic
    /URWBookmanL-DemiBold
    /URWBookmanL-DemiBoldItal
    /URWBookmanL-Ligh
    /URWBookmanL-LighItal
    /URWChanceryL-MediItal
    /URWGothicL-Book
    /URWGothicL-BookObli
    /URWGothicL-Demi
    /URWGothicL-DemiObli
    /URWPalladioL-Bold
    /URWPalladioL-BoldItal
    /URWPalladioL-Ital
    /URWPalladioL-Roma
    /USPSBarCode
    /VAGRounded-Black
    /VAGRounded-Bold
    /VAGRounded-Light
    /VAGRounded-Thin
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VerdanaRef
    /VinerHandITC
    /Viva-BoldExtraExtended
    /Vivaldii
    /Viva-LightCondensed
    /Viva-Regular
    /VladimirScript
    /Vrinda
    /Webdings
    /Westminster
    /Willow
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /WNCYB10
    /WNCYI10
    /WNCYR10
    /WNCYSC10
    /WNCYSS10
    /WoodtypeOrnaments-One
    /WoodtypeOrnaments-Two
    /WP-ArabicScriptSihafa
    /WP-ArabicSihafa
    /WP-BoxDrawing
    /WP-CyrillicA
    /WP-CyrillicB
    /WP-GreekCentury
    /WP-GreekCourier
    /WP-GreekHelve
    /WP-HebrewDavid
    /WP-IconicSymbolsA
    /WP-IconicSymbolsB
    /WP-Japanese
    /WP-MathA
    /WP-MathB
    /WP-MathExtendedA
    /WP-MathExtendedB
    /WP-MultinationalAHelve
    /WP-MultinationalARoman
    /WP-MultinationalBCourier
    /WP-MultinationalBHelve
    /WP-MultinationalBRoman
    /WP-MultinationalCourier
    /WP-Phonetic
    /WPTypographicSymbols
    /XYATIP10
    /XYBSQL10
    /XYBTIP10
    /XYCIRC10
    /XYCMAT10
    /XYCMBT10
    /XYDASH10
    /XYEUAT10
    /XYEUBT10
    /ZapfChancery-MediumItalic
    /ZapfDingbats
    /ZapfHumanist601BT-Bold
    /ZapfHumanist601BT-BoldItalic
    /ZapfHumanist601BT-Demi
    /ZapfHumanist601BT-DemiItalic
    /ZapfHumanist601BT-Italic
    /ZapfHumanist601BT-Roman
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 200
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 2.00333
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 200
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.00333
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 400
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00167
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e5c4f5e55663e793a3001901a8fc775355b5090ae4ef653d190014ee553ca901a8fc756e072797f5153d15e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc87a25e55986f793a3001901a904e96fb5b5090f54ef650b390014ee553ca57287db2969b7db28def4e0a767c5e03300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020d654ba740020d45cc2dc002c0020c804c7900020ba54c77c002c0020c778d130b137c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor weergave op een beeldscherm, e-mail en internet. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for on-screen display, e-mail, and the Internet.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing false
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


