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Abstract—Cumulative distribution function (CDF)-based
scheduling is known as an efficient scheduling method that can
assign different time fractions for user access or, equivalently,
satisfy different channel access ratio requirements of users in
cellular downlink while exploiting multi-user diversity. In this
paper, we propose CDF-FR, a feedback reduction technique
for CDF-based scheduling that reduces feedback overhead from
users in a cell. Although several threshold based feedback
reduction schemes have been proposed for various scheduling
algorithms, none of them considers users’ different channel access
ratio requirements for which CDF-based scheduling is designed.
In the proposed technique, a single threshold is used for all
users who have different channel access ratio requirements. We
show that this simple setting is sufficient for CDF-FR to satisfy
users’ diverse channel access ratio requirements. It is proved
that the average feedback overhead of CDF-FR is upper-bounded
by − ln p for an arbitrary number of users in a cell, where p

represents the probability that no user satisfies the threshold
condition. Furthermore, the normalized throughput loss due to
feedback reduction is upper-bounded by p in fading channels
with arbitrary statistics.

Index Terms—Cellular downlink, user scheduling, CDF-based
scheduling, fairness, feedback overhead.

I. INTRODUCTION

In wireless networks, independent fading of users can be
exploited for multi-user diversity. In cellular networks with
arbitrary fading channels, the optimal user scheduling to
maximize the sum throughput is to select the user who has
the largest channel gain at each time-slot. Although the above
scheduling method can maximize the sum throughput, it may
cause a fairness problem among users located at different
distances from the base station (BS) because the BS tends
to select users that are closer to it more frequently due to
their higher average signal-to-noise ratios (SNRs). The fairness
problem among users has been widely studied with various
criteria, such as throughput requirements [1], proportional
fairness [2], and fair resource sharing [3], [4].

Several scheduling algorithms [4]–[6] fairly assign chan-
nel resources to users based on the, cumulative distribution
function (CDF) values of channel gains. This paper proposes
feedback reduction in CDF-based scheduling [4]. In cellu-
lar systems, due to different service priorities or quality-of-
service requirements, users may require different assignments
of access time fractions, referred as channel access ratios
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in this paper, and CDF-based scheduling can exactly satisfy
these requirements while exploiting multi-user diversity. As
CDF-based scheduling can provide independent throughput
performance for each user, it is robust to variations of system
parameters such as traffic characteristics and number of users
in a cell. Therefore, CDF-based scheduling has been studied
under various network scenarios such as multi-cell coordina-
tion [7] and cheating of CDF values [8].

In order to exploit multi-user diversity, CDF-based schedul-
ing requires all users to feedback their CDF values to BS in
each time slot. For practical systems, feedback overhead is a
challenging issue especially when a large number of users need
to be scheduled in a cell. Therefore, it is of great interest to
design a feedback reduction scheme for CDF-based scheduling
to reduce the number of feedback users in each time slot.
Several threshold-based feedback reduction schemes [9]–[11]
have been proposed for various scheduling schemes such
as proportional fair scheduling and normalized SNR-based
scheduling. However, none of these schemes supports different
channel access ratios among users, as CDF-based scheduling
does. Consequently, these feedback reduction schemes cannot
be applied to CDF-based scheduling. In this paper, we propose
CDF-FR, a novel feedback reduction scheme for CDF-based
scheduling, to reduce the feedback overhead. To the best of
our knowledge, CDF-FR is the first feedback reduction scheme
that considers diverse users who require different channel
access ratios in scheduling.

It is notable that our design of CDF-FR employs a universal
threshold for all users to decide whether to send feedback
to BS. Despite the simplicity of this design, CDF-FR can
maintain the different channel access ratio requirements of
diverse users. CDF-FR also inherits the property of CDF-based
scheduling in providing independent throughput performance
for each user. Our analysis shows that the average feedback
overhead of CDF-FR is upper-bounded by − ln p for an arbi-
trary number of users, where p represents the probability that
no user satisfies the threshold condition. We also show that the
throughput loss of CDF-FR relative to CDF-based scheduling
with full feedback is upper-bounded by p in arbitrary channels.

The rest of this paper is organized as follows: Section II
introduces the system model and reviews CDF-based schedul-
ing. Section III presents our proposed CDF-FR and an analysis
of its performance. Section IV discusses the numerical results.
Finally, conclusions are drawn in Section V.
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II. SYSTEM MODEL

We consider the downlink of a cell with a BS and n users.
At each time slot, the BS selects one user to receive its
transmission. The transmit power of the BS is assumed to be
constant in each time slot. The BS and all users are assumed
to have a single antenna. In time slot t, the received signal at
the i-th user is given as

yi(t) = hi(t)x(t) + zi(t), i = 1, 2, ..., n, (1)

where yi(t) ∈ C
T consists of T received symbols, x(t) ∈ C

T

is the T transmitted symbols, hi(t) ∈ C is the channel gain
from the BS to the i-th user, and zi(t) ∈ C

T is a zero-
mean circular-symmetric Gaussian random vector (zi(t) ∼
CN(0, σ2IT )). The transmit power constraint is set to P , i.e.,
E[|x(t)|2] ≤ P . We assume a block-fading channel where the
channel gain is constant during the T symbols in a time slot
and independently changes between time slots. Different users
may have different channel gain statistics. The received SNR
of the i-th user is given by γi(t) = P |hi(t)|

2/σ2. Let Fi(γ)
denote the CDF of the SNR of the i-th user, which can be
obtained from long-term observations. It is easy to prove that
Ui = Fi(γ) is uniformly distributed between [0, 1] and the
CDF is given by

FUi
(u) = u, u ∈ [0, 1]. (2)

In this paper, we assume that all users’ channels are stationary
and the channel statistics of each user are assumed to be
independent from those of other users. While different users
may have different CDFs, the values of all users’ CDFs have
the same uniform distribution.

Let wi(> 0) denote the weight of the i-th user. The weight
indicates the user’s channel access ratio compared to other
users, which means that the ratio between the i-th and j-th
users’ channel access opportunities is given by wi/wj . If there
are n users in the system, the i-th user’s channel access ratio
is αi =

wi∑
n
j=1 wj

. With CDF-based scheduling, the feedback

information of the i-th user is [Fi(γi(t))]
1
wi at time slot t and

the index of the user selected at the BS is given by

arg max
i∈{1,2,...,n}

[Fi(γi(t))]
1
wi . (3)

It has been shown in [4] that this scheduling yields a channel
access ratio of αi for the i-th user.

III. FEEDBACK REDUCTION FOR CDF-BASED

SCHEDULING

A. Threshold Design and Channel Access Ratio

For equally weighted users in a cell, since all users send
the feedback information that is identically and uniformly dis-
tributed between [0, 1], we can simply set the same threshold
ηth for all users to achieve the identical channel access ratio.
If the feedback information of the i-th user, Ui, is larger than
ηth, the i-th user sends Ui to BS. If no user satisfies the
condition, the BS does not receive any feedback information
from the users and it selects a user in a round-robin manner

where the probability of selecting the user is equal to the
user’s channel access ratio. When no feedback happens in the
slot, we call such a slot a no-feedback (NFB) slot. We further
define a slot in which more than one users send feedback to
BS as a feedback (FB) slot. For unequally weighted users, the
difficulty in determining the thresholds is to satisfy the channel
access ratios in both FB and NFB slots. Different users may
have different threshold values due to their different weights.
However, we show in the following Theorem that it is possible
to maintain the channel access ratios of different users using
the same threshold ηth for all users.

Theorem 1: The channel access ratios of the users with
CDF-FR is maintained if the threshold of all user is set to
p1/

∑n
j=1 wj , where p denotes the NFB probability.

Proof: Given the threshold ηth for all users, the i-th user

feeds back the value U
1
wi

i if it is larger than ηth. With this
setting, we show that the channel access ratio of the i-th user
in the NF slots is equal to αi =

wi∑
n
j=1 wj

.
With the proposed threshold setting for CDF-FR, the NFB

probability is given by:

p = Pr{U
1

wj

j < ηth, ∀j ∈ {1, 2, · · · , n}}

=
∏n

j=1 η
wj

th = η
∑n

j=1 wj

th .
(4)

For a given NFB constraint p, the threshold ηth can be set to
p1/

∑n
j=1 wj . Hence, the selection probability for the i-th user

in each FB slot is

Pr{user i is selected|FB slot}

= Pr{user i is selected, the slot is FB slot}
Pr{the slot is FB slot}

=
Pr{U

1
wi
i >ηth & U

1
wi
i >U

1
wj
j ,∀j∈{1,2,··· ,i−1,i+1,···n}}

1−Pr{U
1

wj
j <ηth,∀j∈{1,2,··· ,n}}

=

∫ 1

η
wi
th

∏n
j=1,j �=i Pr{Uj<u

wj
wi }fUi

(u)du

1−p

=

∫ 1

η
wi
th

u

∑n
j=1,j �=i

wj
wi du

1−p =
wi∑n
j=1 wj

= αi.

(5)

In the NFB slots, the users are selected with the round-robin
scheduling (or random scheduling) so that the channel access
ratio αi for the i-th user is still maintained. Thus, the total
channel access ratio for the i-th user is

αi Pr{FB slot}+ αi Pr{NFB slot} = αi. (6)

Note that we do not assume a specific channel distribution in
Theorem 1 and it can be applied to any channel distributions.
Notably, selecting the same threshold value for all users who
have different channel access ratios substantially simplifies
the system design and implementation. The BS calculates the
threshold of p1/

∑n
j=1 wj and informs all the users.

B. Feecback Overhead Reduction

Theorem 2: With CDF-FR, the average feedback overhead
in each slot is upper-bounded by n

(
1− p

1
n

)
, where p denotes

the NFB probability. The equality holds when all users are
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equally weighted. Another upper-bound of feedback overhead
is given by − ln p, which is valid regardless of the number of
users and the weight of users.

Proof: For the i-th user, the average feedback overhead
in each slot is given as:

μi = Pr{U
1
wi

i ≥ ηth} = Pr{Ui ≥ ηwi

th } = 1− ηwi

th

= 1− p
wi∑n

j=1
wj = 1− pαi .

(7)

The average feedback overhead in each slot in a cell is given
as:

μ =
∑n

i=1 μi = n
(
1− 1

n

∑n
i=1 p

αi
)
. (8)

Since f(x) = px is a convex function of x in a region 0 <
p < 1, we have

μ ≤ n
(
1− p

1
n

∑n
i=1 αi

)
= n

(
1− p

1
n

)
. (9)

The equality holds when α1 = α2 = ... = αn, i.e., all users
have the same weight. Using the fact that x(1 − p

1
x ) is an

increasing function over x for x > 0 and 0 < p < 1, and
limn→∞(1− x

n )
n = e−x, we have

μ ≤ lim
n→∞

n
(
1− p

1
n

)
= − ln p. (10)

C. Throughput Analysis

The SNR distribution for a user given it is selected is
provided by the following theorem:

Theorem 3: With CDF-FR, if a user’s SNR distribution is
F (γ), its channel access ratio is α ∈ [0, 1], and the NFB
probability is p, the SNR distribution given this user is selected
is obtained as

FSel(γ) =

{
p(1−α)F (γ), if 0 < γ < F−1(pα),

F (γ)
1
α , if γ ≥ F−1(pα).

(11)

Proof: See Appendix.
To express the throughput, we also define the following

function:
Definition 1:

S(x, α) =
∫∞
F−1(x)

R(γ)d[F (γ)]
1
α ,

SL(x, α) =
∫ F−1(x)

0
R(γ)d[F (γ)]

1
α = S(0, α)− S(x, α).

Then, S(x, α) and SL(x, α) have the following properties1:
Property 1: αSL(x, α) is an increasing function of α.
Property 2: S(x,α)

1−x
1
α

is an increasing function of x.

Property 3: S(xα, α) + x1−αSL(x
α, 1) is a decreasing

function of x.
Based on (11), the throughput of CDF-FR is calculated as

SCDF−FR(α, p) = α
∫∞
F−1(pα)

R(γ)d[F (γ)]
1
α

+ αp1−α
∫ F−1(pα)

0
R(γ)dF (γ)

= αS(pα, α) + αp1−αSL(p
α, 1).

(12)

1We skip the proof of the properties due to the page limitation. Interested
readers can refer the journal version of this paper.

We can observe that the throughput of any user depends on
its channel access ratio α and the NFB probability p and
is independent from other users. From Property 3, we can
conclude that SCDF−FR is an increasing function of p. Hence,
there is no optimal threshold for CDF-FR and, in order to
obtain a higher throughput, we should reduce the value of p.
When p = 0, CDF-FR is identical to CDF-based scheduling
while CDF-FR is identical to round-robin when p = 1. Thus,
CDF-FR always shows better throughput performance than
round-robin and worse throughput performance than CDF-
based scheduling. Compared to CDF-based scheduling, the
lower- and upper-bound throughput of CDF-FR are charac-
terized with the following theorem:

Theorem 4: The lower and upper bounds of
SCDF−FR(α, p) are given as

1− p ≤ 1− p+ αp2−α ≤
SCDF−FR(α, p)

SCDF(α)
≤ 1, (13)

where SCDF(α) is the throughput of CDF-based scheduling
and can be calculated as SCDF(α) = SCDF−FR(α, 0).

Proof: The upper-bound can be obtained from Property 3
where the case of p = 0 stands for SCDF(α). For the lower-
bound, we have the following derivation:

1
αSCDF−FR(α, p) = S(pα, α) + p1−αSL(p

α, 1)
≥ S(pα, α) + p1−ααSL(p

α, α)
= (1− αp1−α)S(pα, α) + αp1−αS(0, α)
≥ (1− αp1−α)(1− p)S(0, α) + αp1−αS(0, α)
= (1− p+ αp2−α) 1

αSCDF(α)
≥ (1− p) 1

αSCDF(α),

(14)

where Property 1 and Property 2 have been applied to obtain
the first and second inequalities, respectively.

From the lower bound, we can conclude that the throughput
loss ratio of CDF-FR to CDF-based scheduling is smaller than
the NFB probability p. Note that Theorem 4 is applicable to
any data rate function and channel statistics. Theorem 2 and
Theorem 4 indicate the following remarks for CDF-FR:

Remark 1: 1) There is a tradeoff between throughput and
feedback overhead. A larger feedback overhead gives a higher
throughput because they are both decreasing functions of p.
2) The feedback overhead is upper-bounded by the negative
natural logarithm of the throughput loss ratio, i.e., if each
user can tolerate a throughput loss of at most p compared to
CDF-based scheduling, we can design CDF-FR with average
feedback overhead smaller than − ln p.

In the remainder of this section, we analyze the throughput
performance with general Nakagami-m fading channels and
a data rate function of R(γ) = log2(1 + γ) which is the
Shannon capacity. In Nakagami-m fading channels with an
integer shape parameter m, the received SNR distribution
shows the Gamma distribution whose CDF is given as

Fm,γ(γ) = 1−
∑m−1

j=0
1
j!

(
m
γ

)j

γje−
m
γ
γ , (15)

where γ is the average SNR. If 1
α = K is an integer value,

with extending the analysis in [12], S(x, α) can be obtained
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as

S(x, 1
K ) = log2(1 + γth){1− [Fm,γ(γth)]

K}

+ log2(e)
∑K

k=1

∑k(m−1)
j=0 (−1)k+1·(

K
k

)
c(j, k)

(
m
γ

)j

T (γth, j,
γ
km ),

(16)

where γth is the value satisfying Fm,γ(γth) = x, c(j, k) is
defined as

c(0, k) = 1, c(1, k) = k,
c(k(m− 1), k) = [(m− 1)!]−k,

c(j, k) = 1
j

∑min(j,m−1)
l=1

l(k+1)−j
l! c(j − l, k),

for 2 ≤ j ≤ k(m− 1),

(17)

and T (γth, j, θ) is defined as

T (γth, j, θ) = e
1
θ

{
(−1)jE1

(
1+γth

θ

)
+
∑j

i=1

(
j
i

)
(−1)j−iθi(i− 1)!

[∑i−1
l=0

1
l!

(
1+γth

θ

)l
e−

1+γth
θ

]}
,

(18)
where the exponential integral function of the first kind is
defined as E1(y) =

∫∞
y

e−t

t dt. Thus, applying (16) to (12),
SCDF−FR(α, p) can be calculated.

IV. NUMERICAL RESULTS

In the figures shown in this section, the solid liens show
the analytical results while the symbols show the simulation
results. We can observe the analytical results match well with
the simulation results. Fig. 1 shows the feedback overhead
ratios with equally weighted users when the NFB probability is
varied from 0 to 1. Note that this equally weighted case yields
an upper-bound for the unequally weighted case as discussed
in Section III-B. The average feedback ratio represents the
ratio of the average number of users sending the feedback in-
formation to BS with CDF-FR over the total number of users.
From the figure we can observe that a larger NFB probability
reduces the feedback overhead more significantly. If the NFB
probability is 2%, i.e p = 0.02, the average feedback ratio
is equal to 54.3%, 32.4%, and 3.8% when n = 5, 10, 100,
respectively. Therefore, for given a NFB probability, CDF-FR
reduces the feedback overhead significantly as the number of
users increases. This is mainly because the feedback overhead
is bounded by − ln p regardless of the number of users as
shown in Theorem 2.

We define throughput gain as the ratio between the through-
put of CDF-FR and the throughput of round-robin scheduling
in this paper. Fig. 2 shows the throughput gain of CDF-based
scheduling and CDF-FR when the reciprocal of channel access
ratio is varied. For equally weighted users, the reciprocal of
channel access ratio is equal to the number of users in the
system. The average SNR of the user being observed is set
to 0dB. We can observe that the throughput gain of CDF-FR
increases as the reciprocal of channel access ratio increases
and a larger NFB probability reduces the throughput gain with
CDF-FR. In Nakagami-m fading channels, CDF-FR yields a
larger throughput gain with small m since user experiencing
more fluctuations in the channel gain may obtain a higher
throughput gain compared to a user with less fluctuations.

0 0.2 0.4 0.6 0.8 1
0

0.1

0.2

0.3

0.4

0.5

0.6

0.7

0.8

NFB probability

A
ve

ra
ge

 fe
ed

ba
ck

 o
ve

rh
ea

d

 

 
n = 5
n = 10
n = 100
Analysis

Fig. 1. Average feedback ratio vs. NFB probability
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Fig. 3 shows the throughput gains of CDF-FR for various
NFB probabilities, when the channel is Rayleigh fading, which
is a special case of Nakagami-m fading channels with m = 1
and the average SNR is 0dB. We can observe that a smaller
channel access ratio and a smaller NFB probability yield a
larger throughput gain. Fig. 4 shows the throughput ratio
between CDF-FR and CDF-based scheduling in the same
environment. We can observe that a smaller channel access
ratio yields a smaller value of throughput ratio. Thus, if CDF-
FR is applied, a user with a smaller channel access ratio is
more prone to a throughput loss compared to a user with
a larger channel access ratio. A similar trend can also be
observed from the lower-bound throughput of CDF-FR shown
in (13) since the formula, 1 − p + αp1−α, is an increasing
function of α.

V. CONCLUSIONS

In this paper, we have proposed a novel feedback reduc-
tion technique for cellular downlink employing CDF-based
scheduling, and analyzed its performance in terms of feedback
overhead and throughput. With the proposed feedback tech-
nique, a single threshold is sufficient to maintain the channel
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access ratio requirements of all users. The feedback overhead
of the proposed feedback technique is upper-bounded by
− ln p where p represents the probability that no user satisfies
the threshold condition. We have also investigated fundamental
tradeoff between throughput and feedback overhead. A larger
feedback overhead yields a higher throughput. The throughput
loss due to feedback reduction relative the throughput with full
feedback is upper-bounded by − ln p.

APPENDIX

Given the i-th user is selected, its SNR distribution in the
NFB slots is derived as

Fi,Sel,NFB(γ)
= Pr{γi < γ|user i is selected, the slot is a NFB slot}
= Pr{γi<γ,user i is selected, the slot is a NFB slot}

Pr{user i is selected, the slot is a NFB slot}

=
αi Pr

{
γi<γ, U

1
wj
j <ηth, ∀j∈{1,2,··· ,n}

}

αip

=
αi

p

pαi
Pr{γi<γ, γi<F−1

i (pαi )}
αip

=

{
p−αiFi(γ), if 0 < γ < F−1

i (pαi),
1, if γ ≥ F−1

i (pαi),
(19)

where we used the fact ηwi

th = pαi from (4). The SNR
distribution in the FB slots is derived as

Fi,Sel,FB(γ)
= Pr{γi < γ|user i is selected, the slot is a FB slot}
= Pr{γi<γ,user i is selected, the slot is a FB slot}

Pr{user i is selected, the slot is a FB slot}

=
Pr{γi<γ, U

1
wi
i >ηth, U

1
wi
i >U

1
wj
j ,∀j∈{1,2,··· ,i−1,i+1,···n}}

αi(1−p)

=
Pr{γi<γ, γi>F−1

i (pαi ), Uj<[Fi(γi)]

wj
wi ,∀j∈{1,2,··· ,n}&j �=i}

αi(1−p)

=

∫ γ

F
−1
i

(pαi )
[Fi(γi)]

∑n
j=1,j �=i

wj
wi dFi(γi)

αi(1−p)

=

{
0, if 0 < γ < F−1

i (pαi),

[Fi(γ)]
1
αi −p

1−p , if γ ≥ F−1
i (pαi).

(20)
Finally, the SNR distribution given the i-th user is selected is
derived as

Fi,Sel(γ) = Fi,Sel,NFB(γ) Pr{NFB slot}
+ Fi,Sel,FB(γ) Pr{FB slot}

= Fi,Sel,NFB(γ)p+ Fi,Sel,FB(γ)(1− p)

=

{
p1−αiFi(γ), if 0 < γ < F−1

i (pαi),

Fi(γ)
1
αi , if γ ≥ F−1

i (pαi).

(21)

REFERENCES

[1] S. Borst and P. Whiting, “Dynamic rate control algorithms for HDR
throughput optimization,” in Proc. IEEE International Conference on
Computer Communications (INFOCOM), pp. 976–985, Aug. 2001.

[2] P. Viswanath, D. N. C. Tse, and R. Laroia, “Opportunistic beamforming
using dumb antennas,” IEEE Trans. Inf. Theory, vol. 48, no. 6, pp. 1277–
1294, Jun. 2002.

[3] X. Liu, E. K. P. Chong, and N. B. Shroff, “Opportunistic transmission
scheduling with resource-sharing constraints in wireless networks,”
vol. 19, no. 10, pp. 2053–2064, Oct. 2001.

[4] D. Park, H. Seo, H. Kwon, and B. G. Lee, “Wireless packet scheduling
based on the cumulative distribution function of user transmission rate,”
IEEE Trans. Commun., vol. 53, no. 11, pp. 1919–1929, 2005.

[5] X. Qin and R. Berry, “Opportunistic splitting algorithms for wireless
networks with hegerogeneous users,” Proc. Conf. Inform. Sciences
Systems (CISS), Mar. 2004.

[6] T. Bonald, “A score-based opportunistic schedulerr for fading radio
channels,” Proc. European Wireless, 2004.

[7] H. J. Bang and P. Orten, “Scheduling and feedback reduction in
cellular networks with coordination clusters,” in Proc. IEEE Wireless
Communications and Networking Conference (WCNC), pp. 1864–1868,
Mar. 2011.

[8] U. Ben-Porat, A. Bremler-Barr, and H. Levy, “On the exploitation of
CDF based wireless scheduling,” in Proc. IEEE International Confer-
ence on Computer Communications (INFOCOM), pp. 2821–2825, Apr.
2009.

[9] D. Gesbert and M.-S. Alouini, “How much feedback is multi-user
diversity really worth?” in Proc. IEEE Vehicular Technology Conference
(VTC), pp. 234–238, Jun. 2004.

[10] H. Kim and Y. Han, “An opportunistic channel quality feedback scheme
for proportional fair scheduling,” IEEE Commun. Lett., vol. 11, no. 6,
pp. 510–503, Jun. 2007.

[11] G. U. Hwang and F. Ishizaki, “Design of a fair scheduler exploiting
multiuser diversity with feedback information reduction,” IEEE Com-
mun. Lett., vol. 12, no. 2, pp. 124–126, Feb. 2008.

[12] C.-J. Chen and L.-C. Wang, “A unified capacity analysis for wireless
systems with joint multiuser scheduling and antenna diversity and
Nakagami fading channels,” IEEE Trans. Commun., vol. 54, no. 3, pp.
469–478, Mar. 2006.

5462
Authorized licensed use limited to: AJOU UNIVERSITY. Downloaded on March 05,2025 at 08:34:24 UTC from IEEE Xplore.  Restrictions apply. 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles false
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize false
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /Arial-Black
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialUnicodeMS
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolSeven
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /ComicSansMS
    /ComicSansMS-Bold
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /EstrangeloEdessa
    /FranklinGothic-Medium
    /FranklinGothic-MediumItalic
    /Garamond
    /Garamond-Bold
    /Garamond-Italic
    /Gautami
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Haettenschweiler
    /Impact
    /Kartika
    /Latha
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LucidaConsole
    /LucidaSans
    /LucidaSans-Demi
    /LucidaSans-DemiItalic
    /LucidaSans-Italic
    /LucidaSansUnicode
    /Mangal-Regular
    /MicrosoftSansSerif
    /MonotypeCorsiva
    /MSReferenceSansSerif
    /MSReferenceSpecialty
    /MVBoli
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Raavi
    /Shruti
    /Sylfaen
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Tunga-Regular
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /Vrinda
    /Webdings
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 200
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 200
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 400
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create PDFs that match the "Required"  settings for PDF Specification 4.01)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


